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Crane Bodies

Crane Bodies Cheesewedge



Sub-chassis manufactured to suit
Body designed to suit maximum overall truck
length (unless otherwise specified)
Galvanised cheesewedge ramps
Sub-chassis manufactured to suit crane lifting
requirements
Container locks
Blasted and painted to customer specified colour
Galvanised 1200mm high headboard with 2 LED
work lights
28mm keruing timber flooring
1 stainless steel toolbox (1200x500x500mm) if
space allows
3 step pull out ladder for body access
Fall arrest system
Rear hydraulic ramps and prop legs
Plastic textured mudguards
Anti-spray mudflaps
Aluminium crash barrier
Space allowed for a drag hitch to be fitted at time
of build or retro-fitted 
LED amber side marker lights
Original rear truck lights on ramp 
8 x LED amber side lights
LED number plate lights 
Hydraulic pump

Standard Features Optional Extras
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Stainless toolboxes to suit chassis
space 
Axle toolboxes
Rear VBG towing coupling (manual/air)
Electric winch
Hydraulic winch
Winch surround
Toolbox shelves and lights
Full width ramp
Full height headboard
Heavy duty headboard
Chain basket
Wide marker board with LED lights
Nato guard (Volvo/Hiab build only)
8ft 3 stage ladder
Fire box for extinguisher
Spill box
35mm keruing timber flooring

Crane fitted to sub-chassis & fully torqued
Auxiliary legs fitted (if required)
Crane piped up to pump and oil tank
500mm pad carriers (for cranes up to 60tn)
600mm pad carriers (for cranes above 60tn)
Pump supplied to power crane 

Crane Fitting


